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(57) Abstract: According to the invention, the security and driving comfort on driving road vehicles is increased by the fitting 
thereof with automatic systems for distance control and trafiSc separation. The operating properties of vehicles fitted with such 
systems may be better adapted to traffic users merging into the lane thereof and the operating properties essentially better matched 
to those of a human vehicle driver, whereby an automatic traffic separation is carried out in which the position and speed of objects 
and traffic users are detected by a separation sensor. The vehicle is then subjected to a braking or acceleration, depending on said 
detected information. According to the invention, other information relating to the road layout horn a navigation system or other 
data-bank containing road layout data is accessed, such that when the above information indicates that a detected traffic user under 
normal conditions is expected to merge into the lane of the road vehicle comprising said system, the driving properties of said road 
vehicle are matched to those of the detected traffic user. 

(57) Zusammenfassung: Zur Erhdhung der Sicherheit und dcs Fahrkomfoits bei der Fiihrung von Srassenvcrkehrsfahrzcugcn wer- 
den diese zunehmend mit Systemen zur automatischen Abstandshaltung und Folgefiihrung ausgestattet Um das Fahrverhalten von 
mit derartigen Systemen ausgerdsteten Fahrzeugen an auf deren Fahrspur einscherende Verkehrsteilnehmer besser zu adaptieren und 
das Fahrverhalten im wesentlichen dem eines menschlichen FahrzeugfUhrers nachzubilden wird eine automatische FolgefUhrung 
vorge schlagen, bei welcher die von einer Abstandssensorik erfassten Objekte und Verkehrsteilnehmem bezUglich ihrer Position und 
Geschwindigkeit ermittelt werden. Ausgehend von diesen eimittelten 
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Daten Fahrzeug gcziell abgebrcmst oder beschleunigt In erfindenschcr Weise wird hierzu auf cine den weitercn Strassenverlauf 
beschreibende Information eines Navigationssystem oder einer sonstigen, Strassenverlauf sdaten beinhaltenden Datenbank zuriick- 
gegrififen, so dass sich dann, wenn sich aus diesen Informationen ergibt, dass ein erfasster Verkehrsteilnehmer bei ublichem Fahrver- 
halten auf die Fahrspur des eigenen Strassenfahrzeuges wechseln wird, das eigene Fahrzeug sich in seinem Fahrverhalten an das des 
erfassten Veikehrsteilnehmers anpasst. 



